
Mahindra ROXOR Cab Heater 
With Defrost 

 

CUT-OUT DEFROST VENTS 

The first thing you want to do it cut-out the openings for the defrost vents.  The first thing you 

will do is take the outer vent grill piece and center it between the second and third bolts from the 

edge and also center it (depth wise) on the metal bar.  You will then mark the two screw holes 

with a marker.  Drill both of these marks out with a 1/8” drill bit, then set the hole template over 

it and use the black screws that come with the defrost vents to secure the template to the machine 

(see pictures below).  Next, there are 2 options for making the hole openings:   

 

OPTION #1:  

 

   
DRILL OUT VENT HOLE MARKS WITH 1/8” BIT        SECURE TEMPLATE INTO HOLES (BLK SCREWS)  

 

   
DRILL OUT 4 “STARTER HOLES”                                   CUT OUT HOLE WITH AN AIR SAW 

 

 



 

   
IF MINOR NON-BLACK PAINT SHOWS THRU VENT GRILL TOUCH UP WITH BLACK PERM MARKER 

 

OPTION 2:  The same steps are taken to secure the template to the bar, but instead of using an 

air saw, you use a ½” drill bit and drill out holes within the template opening.  If you have a step-

down drill bit you can start with a smaller opening and step down to a ½” hole.   

 

   
WHEN DOING THIS OPTION WITH A NON-BLACK COLOR YOU NEED TO TAPE OFF AREA AND HIT 

THE PART THAT WILL BE SHOWING THROUGH THE VENT GRILL WITH SOME BLACK SPRAY PAINT 

 
With either step you will want to make sure to continuously be vacuuming up the metal shaving 

with a soft tipped vacuum.  A worthwhile protective measure would be to tape off the bar with 

painters tape.  This would ensure that no metal shaving that drop onto the powder coated dash 

leave tiny micro-scratches in the paint.  Last, jump up to a 3/16” bit and give the original 1/8” 
screw holes a little more wiggle room for later on when we install the defrost vents.  

 

You will connect the bottom part of the defrost vents later on in the installation. 

 

 

 



MOUNTING THE HEATER 

    
 

 

 

 

 

 

 

      

 

The heater is mounted up under the dash.  

Before mounting connect the four runs of 

duct to the heater box adapters and the 2 

runs of heater hose to the core fittings (cut 

the length of heater hose in half to get 2 

pieces).  See the picture to the right for the 

duct length and which adapter to secure it 

to.  There are two brackets holes to mount 

against the firewall.  The one on the driver 

side sets up over an existing bolt; first you 

slide on the two washers over the bolt, then 

the bracket, then secure with the nylon nut 

provided.  Last, use the self-tapping screw 

provided on the passenger side bolt hole.  

Secure box with just the bracket shown first 

(see pic below).  Then remove the bottom 2 

bolts on the other side of the box (3/8” 
head) and install the second bracket.  This 

bracket is then secured with the 1/8” rivet 

provided in the kit. 

 



 

 

INSTALL LOUVERS 

Now you can screw on the bottom side of the defrost louvers using the black screw provided in 

the kit.  For the floor louvers there is a bracket included that holds the two louvers in the center 

of the dash.  See the screw location below, this was measured down from the middle dash screw 

on the top and a level was used to assure we were symmetrical.  After drilling your hole on the 

dash, hold the bracket up to it and mark where the hole on the bracket lip needs to be drilled.  

Once this bracket is bolted in you can install the louvers onto the bracket, then the hose duct to 

the back of the louvers. 

 

    
 

 

 

 



SPLICING INTO THE RADIATOR LINES 

With the heater mounted and the lines previously attached to the core fittings, you can now 

splice into the coolant lines (See Photos below).  We found it easiest to use clamps to cut off 

flow from the intercooler line and make a cut in the middle (as shown below).  Then install the 

elbows and secure with hose clamps provided.   Next, connect the two heater hose lines that were 

previously installed on the core fittings.  The hose coming off of the lowest core fitting (relative 

to gravity) needs to be connected to the passenger side elbow.  We cut out the middle of the 

factor firewall grommets and the heater hose fit perfectly in them.   

 

   
 

WIRING 

Pop off one of the switch covers on the dash.  Run the Orange and Yellow fan wires to the back 

of the Switch, as shown below.  The Red and Black wires hook into the back of the Switch, as 

shown below, then get hooked up to the battery (see locations circled in Yellow below).  Extra 

zip ties are included so you can secure the wire to existing runs of wiring for a clean look. 

 

       



REFILL COOLANT 

Now you can refill the radiator with coolant. Start the machine and allow the engine to warm up 

and circulate the coolant, once you start getting good heat run the machine.  When done using, 

recheck coolant level and fill if needed, make sure the radiator is cool before doing so.  It is 

possible you will need to run the machine and recheck fluid levels multiple times before working 

out all of the air.   

 

Call us at 866-730-7169 if you have any questions. 


